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2” TRANSFER PUMPS
These Premium grade Honda powered pumps are engineered with the best quality materials to produce an exceptionally reliable pump.
Available with either the GX160 or the GX200 Honda engine.

MH020 / RP020

Applications
•   Water harvesting

•   Drainage

•   Grey water drainage

•   Water truck filling

Features & Benefits:
• Self-priming to 8m suction with foot valve

• 40025 - GX160 includes roll frame

• GX200 - available with or without roll frame

• Genuine HONDA engine - backed by Honda 3 year 
universal warranty

• 2 year guarantee on wet end

• 2” BSP threaded fittings

• Battery pack and wiring harness available as an option

Construction:
• Engine with oil sensor

• Cast iron open impeller and volute

• Hose tails, hose clips and suction strainer included
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40025 MH020 Honda GX160 recoil start w roll frame 3.1L 2” 2” 32 600 Alloy Water 5.5 23

7938 RP020 Honda GX200, Recoil Start 3.1L 2” 2" 32 700 Alloy Water 6.5 21

6368 RP020-RF Honda GX200, Recoil Start w Roll Frame 3.1L 2" 2" 32 700 Alloy Water 6.5 24

7976 RP020E Honda GX200, Electric Start 3.1L 2" 2” 32 700 Alloy Water 6.5 21

6412 RP020E-RF Honda GX200, Electric Start w Roll Frame 3.1L 2" 2" 32 700 Alloy Water 6.5 24
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Pumps for the Future
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