1” TRANSFER PUMP

These Premium grade Honda powered pumps are engineered with the best quality materials to produce an exceptionally reliable pump. This pump is very portable at only 5.5kg. It also includes viton seals as standard.

Applications:
- Water Transfer
- Tank Filling
- Wash Down
- Irrigation

Features:
- Self-priming to 6m suction
- Lightweight at 5.5kg
- Includes sturdy rubber mounted base and carry handle
- Typical runtime of 1 hour
- Genuine HONDA engine - backed by Honda 3 year universal warranty
- 2 year guarantee on wet end
- 1” BSP threaded fittings

Construction:
- Viton mechanical seal and check valve
- Alloy open Impeller and volute
- Hose tails, hose clips and suction strainer included

<table>
<thead>
<tr>
<th>CODE</th>
<th>PUMP MODEL</th>
<th>ENGINE</th>
<th>FUEL TANK (Litres)</th>
<th>SUCTION SIZE</th>
<th>DISCHARGE SIZE</th>
<th>MAX HEAD (Metres)</th>
<th>MAX FLOW RATE (L/Min)</th>
<th>PUMP BODY</th>
<th>FLUID HANDLING</th>
<th>HORSEPOWER CLASS</th>
<th>WEIGHT (kg)</th>
</tr>
</thead>
<tbody>
<tr>
<td>40015</td>
<td>MH010</td>
<td>Honda GX25, recoil start, 4 stroke</td>
<td>0.65</td>
<td>1”</td>
<td>1”</td>
<td>30</td>
<td>130</td>
<td>Alloy</td>
<td>Water</td>
<td>1</td>
<td>5.5</td>
</tr>
</tbody>
</table>

MH010

Viton Seals

Applications:

- Water Transfer
- Tank Filling
- Wash Down
- Irrigation

Features:

- Self-priming to 6m suction
- Lightweight at 5.5kg
- Includes sturdy rubber mounted base and carry handle
- Typical runtime of 1 hour
- Genuine HONDA engine - backed by Honda 3 year universal warranty
- 2 year guarantee on wet end
- 1” BSP threaded fittings

Construction:

- Viton mechanical seal and check valve
- Alloy open Impeller and volute
- Hose tails, hose clips and suction strainer included

![Graph showing performance](image-url)